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SPECIFICATIONS

Power
Frequency

Discharge

Weight (Excl cable)

Phase

Voltage

Full Load Amps

Maximum Liquid Temperature
Maximum Submersion Depth
Motor type

Motor Speed

Motor Insulation

Motor Protection

Protector

Motor Bearings

Ultraflow
‘M’ indicates Manual, without floatswitch

Seal Method

‘A’ indicates automatic, with floatswitch
‘G indicates ‘Grinder’ series

Impeller Type

Motor Cover Construction
Motor Casing Construction
Motor Shaft Construction
Pump Casing Construction
Impeller Construction

‘N"indicates new series
‘H" indicates high head model
Power consumption in ‘Watts’

UMGNH5500/50/3

5.5kW /7.5HP
50Hz
50mm / 2 inch female BSP
53Kg

30

415

1.4

0-40° C

10m (30 feet)

Dry motor

2 Pole (2800 rpm)

Class F

IP68

Auto cut

Ball Type

Dual Mechanical seal
Upper: Carbon/Ceramic
Lower; Silicon/Silicon
Semi-open

FC-200 Cast Iron
FC-200 Cast Iron

403 Stainless Steel
FC200 Cast Iron

FC200 Cast Iron

Outlet size (mm) Grinder Heat Treated 440 Stainless Steel
‘3" indicates 415 volt three phase Grinder Ring Heat Treated 440 Stainless Steel
Cable Material HO7RN-F
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CAPACITY Information subject to change without notice.
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